
NERO IWLCR 55 In-Wall Speaker

SPECIFICATIONS
• 5.25” In-Wall Center Channel Speaker
• Woofer: Dual 5.25” Kevlar Cones
• Tweeter: 1” Aluminum - Horn Loaded
• Crossover: 12dB Cross Over w/ Dual Contour Switches
• Power Handling: 10-160W Peak.
• Freq Response: 45Hz-20kHz +/-10dB

• Sensitivity: 89 dB
• Impedance: 8 Ohm
• Trimless Magnetic Grille
• Sold as Each
• Dimensions: L 17.4 x W 7.5 x D 4 
• Warranty: 15 Year 

The Nero IW LCR55 in-wall LCR (left, right, center) trimless speaker is an elegant and discreet 
option for adding left, center, and right speaker channels to any type of sound system. The dual 
Kevlar-cone woofers produce the deepest, full bass tones with smooth mid-frequency roll-off, 
while the 1” aluminum dome tweeter gives you, high-clarity, distortion-free sound at the high 
end. The IW LCR55 is capable of handling up to 160 watts so it can be paired with all AVR’s. 
The two-part mounting system allows you to install the mounting frame and grill before adding 
the speaker. This keeps the speakers clean during the installation process, and makes custom 
painting the grills much easier.   
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